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d.ecodura™ - the new paradigm in wallpaper   

The first wallpaper made of organic bio-vinyl, 
with no compromise between Sustainability, Durability 

and Beauty.                                              

By utilizing BIOVYN™, a game-changing 
material without any virgin fossil-based plastics, 

d.ecodura™ proudly achieves almost 50% lower carbon 
footprint compared to our original wallpaper.

At the same time, d.ecodura™ matches the same high 
performance as traditional vinyl: its durability stands firm 

against scratches, maintaining remarkable washability

Joining the Solution, Not the Problem
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Preparation

The walls

 Before starting, it is best to assess the 
general conditions of the wall to be 
covered. The quality of the walls where the 
wallpaper will be applied is crucial for best 
hanging results. Proceed according to the 
instructions provided below.

01. Carefully remove from wall surfaces any 
trace of dirt and dust.

02. When laying the wallpaper over a recently 
applied plaster wall, any superficial 
roughness (i.e. sand grains) should be 
removed by using a steel spatula or fine 
grade sandpaper.

03. Make sure that there are no damp patches.

04. If the wall surface is uneven plaster over 
the area to obtain a smooth surface.

05. In case of newly built walls, plasterboard 
walls or recently skimmed surfaces, 
proceed with the application of a special 
fixative.

06. Apply a water-based washable paint over 
the entire surface until color appears 
uniform.
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The adhesive

01. Prepare the adhesive by mixing it well with 
water in a clean container by following the 
instructions.

02. The adhesive is best prepared at least 2 
hours before application to ensure correct 
viscosity.

 

The wallpaper

01. Make sure that the rolls are in good 
conditions, that patterns, colors and edges 
between rolls are matching and lined up.

02. Refer to the hanging scheme provided and 
proceed to number the rolls on the walls 
to make sure there are enough rolls for the 
wall surface to be covered.

The numbers on the sheets indicate the sequence to be 
followed to correctly match the graphic pattern.
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01. Follow the sequential numbering shown 
on the rolls and the enclosed hanging 
scheme to ensure the pattern is accurately 
matched. Start by applying roll number 2 
and not roll number 1. 

 Accurate application of the first roll is 
essential; to do this, use the plumb line to 
correctly position the first roll before fixing 
it to the wall. 

       
21 3

02. A hanging sequence for each roll needs to 
be traced on the wall by carefully marking 
the width of each roll on the wall.

03. Proceed to evenly spread plenty of 
adhesive directly onto the wall using a 
medium-bristle roller (where necessary 
use a brush). Adhesive should be applied 
by section-by-section according to the 
dimensions of single rolls.

 

Hanging



19
English

04. Make sure each roll is well fi xed to the 
wall by using a plastic spatula. Carefully 
position the rolls next to each other. The 
rolls must be well aligned, with no overlaps 
or gaps, and ensure pattern continuity. 
Apply the other rolls in the same way. 

05. As soon as one roll has been applied, 
immediately remove any adhesive residue by 
using a soft and damp cloth.

       

06. In case of a hanging error, remove the 
entire roll and reapply (if necessary, spread 
more adhesive). 
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07. Trim off any excess wallpaper with a sharp 
cutter and a spatula.

08. Never proceed by turning corners with the 
roll, but cut the roll at corners.

09. Instead, proceed by turning the rolls over 
edges.

10. When starting to apply rolls on a new wall, 
carefully follow the above instructions and 
use the plumb line again.

11. After completing the installation, make 
sure all the joints are well aligned and carry 
out any touch-ups using colored pencils or 
markers.

12. Should the quantity of the adhesive 
supplied not be sufficient to complete 
wallpaper hanging, a common wallpaper 
adhesive can be used.
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Useful Tips 

01. In the case of very dark wallpapers, it is 
advisable to coat the wall with washable 
paint of the same dark color as the 
wallpaper.

02. Always handle dark colored rolls with 
wet hands.

03. Room temperature should be between 
 10-38°C when hanging.

04. During hanging, place particular 
attention to air currents, which can 
compromise the correct roll hanging.

05. The wallpaper can be washed with a 
damp cloth and mild soap. 

 DO NOT USE SOLVENTS.
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